TRUONG VAN POAN

Hoc béng sau Tién si trong nudc ndm 2024

HUGNG NGHIEN CUU CHINH

- Bé tong gia co ludi soi dét.

- Bé tong siéu cudng d6 gia co sdi thép.
- B& tong cam bién.

- Bé tong tai ché.

- Vat lieu xay dung.

THANH TiCH NOI BAT

1. Hoan thanh chuong trinh nghién c(u sinh Tién si tai
Trudng Dai Hoc Sejong, Han Quéc trudc thdi han quy
dinh tir 09/2018 dén 02/2022.

2. Hoan thanh chudng trinh nghién cu sinh Sau Tién si
tai Trugng Dai Hoc Sejong, Han Qudc ddng thai han,
yéu cau dat ra tur 03/2022 dén 02/2024.

3. Xuat ban 9 cong trinh khoa hoc trén cac tap chi IS,
SCIE trong d6 dong vai tro la tac giad chinh hoac tac gid
lién hé cla 7 bai bdo, dong tac gia cda 2 bai bio. Xuat
ban 9 bai bao hoi thdo & M§, An D6, Han Quéc va hoi
thao Viét Nam.

4. Gidi thudng bai bdo cdo xuit sic tai hdi nghj hoc
thuat mua xuan ndm 2023 cla Vién V4t Liéu Tai Ché
Han Quéc

REEN JEJU icsi

il é?- ACERE TECH

CHUYEN NGANH:

Xay dung Cong Trinh Giao Thong

TEN BE TAI NGHIEN cU'U:

Nghién cttu tinh chat cd hoc cua vét
liéu bé tong gia co lugi sai dét (TRCCs)
chiu tac dung tai trong chan dong

DON V| CHU TRI NGHIEN CUU:

Phan hiéu Truong Pai hoc Thay Lgi tai
tinh Binh Duong

TOT NGHIEP TIEN ST TAI:

Trudgng Dai Hoc Sejong, Han Quéc
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